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2016
SCREAM

High performance, 
RAF, freeride slalom sail 

SIZE LUFF MAST IMCS DH BOOM HEAD CAMS BATTENS

5.5 434 430 21 4 169 fixed 0 6

6.0 440 430 21 10 179 fixed 0 6

6.5 452 430 21 22 185 fixed 0 6

7.0 467 460 25 7 196 fixed 0 6

7.5 474 460 25 14 205 fixed 0 6

8.0 483 460 25 23 215 fixed 0 6

8.5 496 490 29 6 225 fixed 0 6



The Scream is MauiSails high performance, 
RAF, freeride slalom sail and has 
experienced tremendous popularity since 
its release. The Scream incorporates many 
design features from our TR series race 
sails, such as a lower aspect ratio, 
progressive twist and cut out clew. With the 
lower aspect ratio and more pronounced 
lower profile the Scream focuses it’s power 
closer to the riders body, while the 
progressive leech twist responds perfectly 
for maximum efficiency giving the Scream 
outstanding power, control and wind range. 
On the water, the Scream is incredibly fast 
and balanced, putting fear into the hearts of 
cambered sails in a straight line, while the 
RAF design and light weight make it 
effortless in the jibes.

For 2016 we have incorporated our high 
performance, super light, metallized scrim 
laminate together with our light weight 
Gradient X-ply, further reducing weight and 
giving a more responsive feel. Panels 
orientation is optimized along load lines, 
helping to provide additional stability. The 
Scream’s high quality and durable 
construction incorporates heavy duty 5 mil 
x-ply in the foot, clew and perimeter. 
Window and mid sail body utilize the 
responsive properties of monofilm to give 
that crisp, “Race like” feel.



2016
TITAN 
GSX
high performance, 
RAF, freeride slalom sail 

We have worked at further refining both the 
shaping and materials of our 7 batten, 2-3 
cam Freerace sail line to give it an even 
greater dose of TR performance infusion. For 
2016, we have continued with our proven 
construction with light weight metallic scrim 
in the leech and upper sail body. This new 
material reduces weight and gives the leech 
“twist zone” of the sail a lighter and more 
responsive feel. A moderately wide, x-ply/-
Dacron composite mast sleeve provides a 
clean profile and cams off rigging.

Lower profile shaping has been improved for 
added stability and power. Leech twist has 
been refined for better and more progressive 
release through the head. The combination 
of adjustments has led to increased wind 
range and an incredibly fast and efficient 
free race performer.

MAUISAILS CUSTOM CLEW FITTING

DURABLE X-PLY PERIMETER

INTERNAL NETWORK OF KEVLAR REINFORCEMENT
RADIATING FROM TACK AND CLEW



FULL KEVLAR PERIMETER FRAME

MAUISAILS CUSTOM LIGHT WEIGHT METALLIC SCRIM
REDUCES WEIGHT AND IMPROVES GUST FLEX RESPONSE

IN "TWIST ZONE" OF LEECH

DOUBLE CONCENTRATION X-PLY YARNS ARE ORIENTED ALONG 
DIAGONAL TWIST LOADPATHS TO REDUCE STRETCH

ULTRA-PROGRESSIVE LEECH TWIST PROFILE

MAUISAILS CUSTOM CLEW FITTING

INTERNALLY SUPPORTED RECESSED CLEW KEEPS
OUTLINE CONTINUITY WITH OUT FAILURE PRONE

CLOSURE SYSTEMS

DURABLE X-PLY PERIMETER

INTERNAL NETWORK OF KEVLAR REINFORCEMENT
RADIATING FROM TACK AND CLEW



INCREASED AND MORE FORWARD ORIENTED
LOWER BODY SHAPING FOR ULTIMATE STABILITY

INTERNAL NETWORK OF KEVLAR REINFORCEMENT
RADIATING FROM TACK AND CLEW

HEAVY DUTY WELDED STAINLESS STEEL/BRASS 
ROLLER TACK PULLEY

CSC COMBINATION SLEEVE CONSTRUCTION USES 
VARYING STRETCH MATERIALS BASED ON THE TENSION 
AND STRETCH REQUIREMENTS OF EACH SLEEVE 
SECTION RESULTS IN CLEAN FIT, EASY CAM ROTATION
AND MAXIMUM STABILITY

2 CAMS UP TO 8.0 AND 3 CAMS FROM 8.5 AND LARGER

125Micron FILM USED IN PROFILE AREAS OF SAIL
FOR MAXIMUM STABILITY AND CRISP FEEL

LOAD PATH ORIENTED SEAM PROVIDES CLEAN 
INTERFACE BETWEEN LIGHT WEIGHT SCRIM "TWIST 
ZONE" AND FILM "PROFILE ZONE"




